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ALL SIGNS ARE 48"X48" UNLESS OTHERWISE NOTED.
\VZi WORK VEHICLE
MOBILE IS WORK THAT MOVES CONTINUOUSLY OR MOVES AT LEAST THE DECISION
V2 SHADOW VEHICLE POSTED SPEED PRIOR TO | DECISION SIGHT SIGHT DISTANCE EVERY 15 MINUTES.
WORK STARTING (MPH) DISTANCE (D)
ALL VEHICLES SHALL BE EQUIPPED WITH TWO 360 DEGREE HIGH INTENSITY YELLOW
IE TRUCK MOUNTED ATTENUATOR (TMA) 0-25 550 FLASHING LIGHTS OR STROBE LIGHTS AND OPERATED WITH HEADLIGHTS TURNED ON.
30 550" ALL ARROW PANELS SHALL BE REAR FACING, TYPE "B" OR "C", AND DISPLAYING THE
N 5 oo FLASHING CAUTION MODE. SIGNS PLACED ON VEHICLES MUST NOT OBSCURE THE
FLASHING ARROW PANEL (CAUTION) 0 - ARROW PANEL.
S USE AN ATTENUATOR ON THE REARMOST VEHICLE THAT BLOCKS ALL OR PART OF
45 900" THE TRAFFIC LANE.
50 900" 0
- DISTANCE BETWEEN VEHICLES MAY INCREASE FROM THE ATTENUATOR'S ROLL AHEAD
V2272 WORKAREA 55 1200' BASED ON TERRAIN, SIGHT DISTANCE, AND OTHER FACTORS. WHENEVER ADEQUATE
STOPPING SIGHT DISTANCE EXISTS TO THE REAR, SHADOW VEHICLES SHOULD MAINTAIN
IRECTION OF TRAEFIC THE MINIMUM DISTANCE FROM THE WORK VEHICLE AND PROCEED AT THE SAME SPEED
—> AS THE WORK VEHICLE. SHADOW VEHICLES SHOULD SLOW DOWN IN ADVANCE OF VERTICAL
OR HORIZONTAL CURVES THAT RESTRICT SIGHT DISTANCE.
(2) ALIGN LEFT SIDE OF SHADOW VEHIGLE WITH EDGE OF WORK AREA.
OR OR
[] [] [] []
[ ] [ ] [ ] [ ]
(OPTIONAL)
< <
—> — @D// WORK AREA V1 — —>

ATTENUATOR'S MANUFACTURERS
ROLL AHEAD DISTANCE

USE SIGN SHAPE AND LEGEND

APPROPRIATE TO THE TYPE OF WORK

BEING PERFORMED, FROM THE TRAFFIC CONTROL,
WISCONSIN SIGN PLATE MANUAL MOBILE OPERATIONS ON
AN UNDIVIDED ROADWAY
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Part VI from the Wisconsin Manual on Uniform Traffic Control Devices (WMUTCD)
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